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Poker LS New

CERTIFICATES

Degree of protection (IP) IP20
Class of protection I
Energy class A
CE Yes

LIGHT DATA

Luminarie luminous 
efficiency

74 %

Light color White
Light distribution Mid beam
Light distribution DI
Class of luminarie I

OPTICAL DATA

Reflector White

MECHANICAL DATA

Type of installation Suspended
Housing material Steel sheet
Designed for light-line Yes

ELECTRICAL DATA

Light source T5
Lamp holder G5
Type of equipment EVG
For emergency lighting Yes
Voltage rating 230 V
For through out powering Yes
SELV Yes

INFROMATIONS

Color White

Industrial luminaire designed for quick in-line installation. 
The line includes 5-wire 16A cabling with fast-linkage sys-
tem. Additional sling tracks are not required.

Materials: powder painted aluminum housing and reflec-
tor (standard color: white)

Installation: suspended

Accessories: linear connector, opal diffuser, transparent 
diffuser

Power: 230 V

ikony

Product code Light source power [W] Info Weight [kg]

PX1930101 1×28 (1x28W) 3.4
PX1930108 1×54 (1x54W) 3.4
PX1930115 1×35 (1x35W) 4.2
PX1930122 1×49 (1x49W) 4.2
PX1930129 1×80 (1x80W) 4.2
PX1930136 2×28 (2x28W) 3.5
PX1930143 2×54 (2x54W) 3.5
PX1930150 2×35 (2x35W) 4.3
PX1930157 2×49 (2x49W) 4.3
PX1930164 2×80 (2x80W) 4.3
PX1930171 2×28 (2x1x28W) 6.8
PX1930178 2×54 (2x1x54W) 6.8
PX1930185 2×35 (2x1x35W) 7.0
PX1930192 2×49 (2x1x49W) 7.0

MATERIALS
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Electric elements

Electrical suspension

ACCESSORIES

Product code L [mm] W [mm] H [mm]

PX1930101 1182 142 145

PX1930108 1182 142 145

PX1930115 1482 142 145

PX1930122 1482 142 145

PX1930129 1482 142 145

PX1930136 1182 142 145

PX1930143 1182 142 145

PX1930150 1482 142 145

PX1930157 1482 142 145

PX1930164 1482 142 145

PX1930171 2364 142 145

PX1930178 2364 142 145

PX1930185 2982 142 145

PX1930192 2982 142 145

PX1930199 2982 142 145

PX1930206 2364 142 145

PX1930213 2364 142 145

PX1930220 2982 142 145

PX1930227 2982 142 145

PX1930234 2982 142 145
L = Length | W = Width | H = Height / Depth

DIMENSIONS

LLW

H

Product code Light source power [W] Info Weight [kg]

PX1930199 2×80 (2x1x80W) 8.4
PX1930206 4×28 (2x2x28W) 8.4
PX1930213 4×54 (2x2x54W) 8.4
PX1930220 4×35 (2x2x35W) 8.6
PX1930227 4×49 (2x2x49W) 8.6
PX1930234 4×80 (2x2x80W) 8.6
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Structural elements

Poker LS New End cap

Poker LS New Upper masking cover

Connecting elements

Poker LS New Linear joint

Installation elements

Poker LS LED/LS New “S” joint

Diffusers

Poker LS New Transparent diffuser

Poker LS New Opal diffuser
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Optical elements

Poker LS New White louver

Installation elements

Poker LS New Suspension bracket

Poker LS LED/LS New Chain 1m


