PXF

ELECTRICAL DATA

Light source

Number of light sources
Light source power
Type of equipment
Voltage rating

Light source included
Luminarie power

MECHANICAL DATA

Type of installation

LED
1
1.2W
AC

230V
Yes

1.2W

Universal mounting

VIP Master

P @ R

(C[OIO]

LED PZH

One or double task emergency luminaire, available in ver-
sions with autotest, with central battery connection or
with luminaire monitoring systems.

Materials: powder painted aluminum housing (standard
color: grey), diffuser made of PMMA

Installation: wall mounted, ceiling mounted, suspended,
for cardboard ceiling, for 600x600 ceiling

Accessories: ceiling/suspension connector, wall connec-

tor

Power: 230V AC/DC

CERTIFICATES

Degree of protection (IP)
Class of protection

Light source protection
Energy class

CE

PZH

LIGHT DATA
Light distribution

OPTICAL DATA

IP20

Yes
A++
Yes
Yes

DI

Housing material Aluminum
Louver/shutter Transparent plastic
INFROMATIONS Diffuser color None
Color Grey Diffuser material Transparent plastic
Reflector None
MATERIALS
Product code Light source power [W] Emergency [h] Info
PX0927099 1x1.2 3.0 NM NT
PX0927106 1x1.2 3.0 MNT
PX0927113 1x1.2 3.0 NM AD NT
PX0927120 1x1.2 3.0 M AD NT
PX0927141 1x1.2 - MAINS NT
PX0927148 1x1.2 3.0 NM GK
PX0927155 1x1.2 3.0 M GK
PX0927162 1x1.2 3.0 NM AD GK
PX0927169 1x1.2 3.0 M AD GK
PX0927190 1x1.2 - MAINS GK
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PXE

R DIMENSIONS
H Productcode ' L[mm] W [mm] H[mm]
| PX0927099 | 357 65 65
PX0927106 | 357 65 65
= PX0927113 | 357 65 65
wi o | PX0927120 | 357 65 65
L PX0927141 357 65 65
| PX0927148 | 357 65 80
PX0927155 | 357 65 80
H PX0927162 | 357 65 80
PX0927169 | 357 65 80
PX0927190 | 357 65 80
L =Length | W =Width | H = Height / Depth
W e
L

ACCESSORIES

Installation elements

a VIP Master Wall joint Set (2 pcs)

1
! VIP Master Ceiling joint Set (2 pcs)

4-11-2014 www.pxf.pl, plexi@pxf.pl
PXF Lighting, ul. Jutrzenki 73, 02-230 Warszawa, tel. +48 22 33 44 000, fax +48 22 33 44 033



