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Decorative lighting luminaire of modern and elegant
shape designed for compact and circular light sources.
Finestra by universal form and type of assembly is suitable
for public spaces, conference rooms, offices, communica-
tions, halls, stairways and rooms requiring a heightened
degree of tightness such as bathrooms and lobbies (IP44).
There is possibility to add an emergency set so allows
to complements interiors in additional emergency light-

ing.

Materials: powder painted steel housing (standard color:
grey), opal diffuser made of PMMA

Installation: ceiling mounted, suspenden, wall mounted

Accessories: simple and electric suspension

Power: 230V

CERTIFICATES

Type of equipment EVG Class of protection I
Voltage rating 230V Energy class A
MECHANICAL DATA 8 ves
CNBOP Yes
Type of installation Ceiling mounted
Housing material Steel sheet LIGHT DATA
INFROMATIONS Light distribution DI
Color Grey OPTICAL DATA
Louver/shutter OPAL
Diffuser color White
Diffuser material Opal/mat plastic
MATERIALS
. Light source power | Degree of protection .
Product code Light source | Lamp holder [W] (IP) Weight [kg]
PX0893122 TC-DEL G249-2 2x18 IP20 2.3
PX0903150 TC-DEL G249-2 2x18 P44 2.3
PX0898122 TC-L 2G11 2%x24 IP20 3.8
PX0903322 TC-L 2G11 2%x24 P44 3.8
PX0901101 T5 G5 4x14 IP20 6.0
PX0901108 T5 G5 4x24 IP20 6.0
PX0901112 T8 G13 2x36 IP20 10.4
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DIMENSIONS
H I | Productcode | L[mm] W [mm] | H[mm]
; w ; PX0893122 307 307 68
T PX0903150 307 307 68
PX0898122 407 407 65
PX0903322 407 407 65
L PX0901101 715 715 70
PX0901108 715 715 70
PX0901112 374 374 68
L = Length | W = Width | H = Height / Depth
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ACCESSORIES
Electric elements
q-\ Electrical suspension

Installation elements

Simple suspension
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