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Track Pro LED

CERTIFICATES

Degree of protection (IP) IP20
Class of protection I
Light source protection Yes
Energy class A+
CE Yes

LIGHT DATA

Light color White
Color rendering index 80
Light distribution Mid beam
Light distribution DI
Class of luminarie I

OPTICAL DATA

Louver/shutter MPRM
Diffuser color None
Diffuser material Prismatic plastic

MECHANICAL DATA

Type of installation Suspended
Housing material Aluminum

ELECTRICAL DATA

Light source LED
Number of light sources 1
Light source power 59W
Type of equipment AC
Voltage rating 230 V
Light source included Yes
Luminarie power 47 W
Type of LED LG5630
SELV Yes

INFROMATIONS

Color Grey

An elegant and modern system lighting luminaire with the 
direct (DI) and direct-indirect (DI-IN) lighting beam. The 
luminaire is made of aluminum profile, adapted for T5 flu-
orescent tubes. The construction allows an easy connec-
tion of different modules (for fluorescent tubes, halogen 
lamps and LED) from the whole series TRACK by means of 
linear and 90° joints. To connect luminaires at the angle of 
the 90° suitable TRACK SPOT module is necessary.

Materials: powder painted aluminum proflie (standard 
color: grey), microprismatic MPRM diffuser

Installation: suspended

Accessories: connector (linear, 90°), suspensions (simple, 
electric)

Power: 230 V

LED

Product code Light source power 
[W]

Luminarie 
luminous flux [lm]

Luminarie luminous 
efficacy [lm/W]

Color temperature 
[K]

PX0866945 1×59 4900 83 3000
PX0866950 1×59 5000 85 4000

MATERIALS
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Electric elements

Track Pulled switch

Electrical suspension

Electrical suspension Y

Connecting elements

Track Linear joint Set (2 pcs)

Track 90° joint Set (2 pcs)

ACCESSORIES

A [mm] B [mm]

1240 200
A = Spacing length | B = Spacing 
width

MOUNTING HOLES

L [mm] W [mm] H [mm]

1368 244 46
L = Length | W = Width | H = Height / Depth
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Installation elements

Simple suspension

Simple suspension Y


