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Bari Kinkiet

CERTIFICATES

Degree of protection (IP) IP20
Class of protection I
Energy class A
CE Yes

LIGHT DATA

Light distribution DI

OPTICAL DATA

Reflector High gloss

MECHANICAL DATA

Type of installation Wall mounted
Housing material Aluminum

ELECTRICAL DATA

Light source TC-DEL
Type of equipment EVG
Voltage rating 230 V

INFROMATIONS

Color White

BARI II BRACKET is an expansion of BARI II series. Lumi-
naire allows to create an aesthetically unified interior de-
sign through use of ceiling and wall luminaires of consist-
ent design.

Materials: powder painted aluminum ring (standard 
color: white), polished aluminum reflector, steel sheets 
bousing, tempered glass

Installation: wall mounted

Accessories: glass (transparent, centrally matt, matt), 
decorative glass (centrally matt), aluminum turbo louver

L [mm] W [mm] H [mm] F [mm]

300 95 170 230
L = Length | W = Width | H = Height / Depth | F = Outer diameter

DIMENSIONS

L

B

F

H

W

Product code Lamp holder Light source power [W] Weight [kg]

PX1494318 G24q-2 1×18 2.0
PX1494326 G24q-3 1×26 2.2
PX1494336 G24q-2 2×18 2.0
PX1494352 G24q-3 2×26 2.2

MATERIALS
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Optical elements

Bari IP44 Glass DL 230, DLN 230

Bari TURBO louver for DL 230, DLN 230

Bari Decorative glass DL 230, DLN 230

ACCESSORIES


