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Imola IP65

CERTIFICATES

Degree of protection (IP) IP65
Class of protection I
Light source protection Yes
Energy class A
CE Yes
PZH Yes
CNBOP Yes

OPTICAL DATA

Diffuser color None
Reflector White

MECHANICAL DATA

Type of installation Universal mounting
Housing material Steel sheet

ELECTRICAL DATA

Light source TC-L
Lamp holder 2G11
Number of light sources 2
Type of equipment EVG
Voltage rating 230 V

INFROMATIONS

Color White

Series of luminaires recommended for industrial areas and 
for clean rooms where the higher IP protection degree 
and the soft light are required. Available with two light 
distributions (DI-IN and IN), with transparent (PMMA) dif-
fuser or with tempered glass (SH) diffuser. The luminaire 
can be surface mounted or placed into modular ceiling 
600x600 with visible supported structure.

Materials: powder painted housing made of galvanized 
steel sheets (standard color: white), reflector made of full 
or perforated steel sheet painted in white, PMMA diffuer 
or transparent tempered glass, polycarbonate diffuser PC 
on request

Installation: for 600x600 ceiling, ceiling mounted

Product code Light source power 
[W] Louver/shutter Light distribution Weight [kg]

PX1294108 2×36 Transparent plastic IN 8.8
PX1294115 2×40 Transparent plastic IN 8.8
PX1294122 2×55 Transparent plastic IN 8.8
PX1300308 2×36 SH IN 11.0
PX1300316 2×40 SH IN 11.0
PX1300324 2×55 SH IN 11.0
PX1298108 2×36 Transparent plastic DI/IN 8.8
PX1298115 2×40 Transparent plastic DI/IN 8.8
PX1298122 2×55 Transparent plastic DI/IN 8.8
PX1300508 2×36 SH DI/IN 11.0
PX1300516 2×40 SH DI/IN 11.0
PX1300524 2×55 SH DI/IN 11.0

MATERIALS
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L [mm] W [mm] H [mm]

595 595 120
L = Length | W = Width | H = Height / Depth

DIMENSIONS

W

H


