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Track Spot

CERTIFICATES

Degree of protection (IP) IP20
Class of protection I
Energy class C
CE Yes

LIGHT DATA

Light distribution DI
MECHANICAL DATA

Type of installation Suspended
Housing material Aluminum

ELECTRICAL DATA

Light source QR111
Lamp holder G53
Lamp power for multiwat 
version

35/70/100 W

Type of equipment Electronic transformer
Voltage rating 230 V

INFROMATIONS

Color Grey

A modern spot light from Track luminaires system with 
low voltage halogen light sources. The luminaire offers 
the possibility of connection with the rest of the Track and 
Track LED range.

Materials: powder painted aluminum proflie (standard 
color: grey)

Installation: suspended

Accessories: connector (linear, 90°), suspensions (simple, 
electric)

Power: 230 V

Product code Lamp power for multiwat version Weight [kg]

PX0866810 1×35/70/100 W 1.25
PX0866815 2×35/70/100 W 1.55
PX0866820 3×35/70/100 W 2.00
PX0866825 4×35/70/100 W 2.55

MATERIALS
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Electric elements

Electrical suspension Y

Electrical suspension

Track Pulled switch

Connecting elements

Track Linear joint Set (2 pcs)

Track 90° joint Set (2 pcs)

ACCESSORIES

Product code L [mm] W [mm] H [mm]

PX0866810 244 244 46

PX0866815 394 244 46

PX0866820 544 244 46

PX0866825 694 244 46
L = Length | W = Width | H = Height / Depth

DIMENSIONS

L

A

W
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Installation elements

Simple suspension Y

Simple suspension


